20080827.ba v04_n202.bam.20080827 


>From ???@??? Wed Aug 27 12:03:28 2008 -0500 

Date: Wed, 27 Aug 2008 11:02:37 CST 

From: Old Tube Radios <boatanchors@theporch. com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 4202 

Message-Id: <20080827155848 .F2B0610B14F@srvxr1.theporch. com> 


BOATANCHORS Digest 4202 
Topics covered in this issue include: 


1) Re: [Milsurplus] Wrinkle Paint: Bike Shops? 

by WA5CAB@cs.com 
2) Re: [ARC5] Wrinkle Paint: Bike Shops? 

by John J Mccarty <jmccarty@alcatel-lucent.com> 
3) Re: [ARC5] Wrinkle Paint: Bike Shops? 

by Thomas Frobase <tfrobase@kitparts.com> 
4) Galaxy V Question 

by "k4pf@juno.com" <k4pf£@juno.com> 
5) Re: Galaxy V Question 

by "Arden Allen" <gumbear@pacbell.net> 
6) Night of Nights IX Video 

by Richard Dillman <ddillman@igc.org> 
7) Re: Galaxy V Question 

by "k4pf@juno.com" <k4pf£@juno.com> 
8) If this is an 8 out of 10... 

by "Comarow, Avery" <ACOMAROW@usnews.com> 
9) Re: Galaxy V Question 

by "Arden Allen" <gumbear@pacbell.net> 
10) Re: URM-25D, no modulated output 

by stuck in 50s <polepeeg@aa4rm.ba-watch.org> 
11) RE: If this is an 8 out of 10... 

by RICHARD SOLOMON <wiksz@q.com> 
12) Lifelong radio buff Tom Kneitel - SK 

by Robert Nickels <w9ran@oneradio.net> 
13) Re: URM-25D, no modulated output 

by WA5CAB@cs.com 
14) Re: URM-25D, no modulated output 

by "Chuck Grandgent" <chuck@chuckg.com> 
15) Re: URM-25D, no modulated output 

by spr@earthlink.net 
16) Re: Lifelong radio buff Tom Kneitel - SK 

by "David Stinson" <arc5@ix.netcom.com> 
17) SP-600 JX-28 Covers 

by Thomas Frobase <tfrobase@kitparts.com> 
18) Re: Lifelong radio buff Tom Kneitel - SK 


by Robert Nickels <w9ran@oneradio.net> 
19) Kenwood Jumper Cable 
by "Wilson Lamb" <infomet@embarqmail .com> 
20) WTB/WTT Blue Gonset 3 knobs. 
by John J Mccarty <jmccarty@alcatel-lucent.com> 
21) Re: SP-600 JX-28 Covers 
by Dan Arney <hankarn@pacbell.net> 
22) Shelby/Dallas NC hamfest this Thurs-Saturday 
by "Nick England" <nick@3rdtech. com> 
23) Re: Shelby/Dallas NC hamfest this Thurs-Saturday 
by John Dilks K2TQN <oldradio@worldnet.att.net> 


From: WA5CAB@cs.com 

Message-ID: <dic.2ef55fda.35e336c9@cs.com> 

Date: Sun, 24 Aug 2008 18:12:25 EDT 

Subject: Re: [Milsurplus] Wrinkle Paint: Bike Shops? 
To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 

Content-Type: multipart/alternative; 
boundary="part1_dic.2ef55fda.35e336c9_boundary" 


--part1_dic.2ef55fda.35e336c9_boundary 
Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


I still have the Signal Corps green wrinkle available. 


In a message dated 8/24/2008 5:05:36 PM Central Daylight Time, 
ai4dwm@yahoo.com writes: 
I forget where I found some on the web, but Antique Radio Supply now 
Antique Electronic Supply sells wrinkle paint in limited colors. 


73, 
Bill 
AI4WM 


>From: David Stinson <arc5@ix.netcom.com> 

>Subject: [Milsurplus] Wrinkle Paint: Bike Shops? 

>To: "Old Tude Radios" <boatanchors@theporch.com>, 
milsurplus@mailman.qth.net, "“ARC5" <arc5@mailman.qth.net> 
>Date: Sunday, August 24, 2008, 4:48 PM 

>Since Harleys still use wrinkle paint on some of their bike 


> 
> 
> 
> 
> 
> 
> 
> 
> --- On Sun, 8/24/08, David Stinson <arc5@ix.netcom.com> wrote: 
> 
> 
> 
> 
> 
> 
> 
> >parts, 


>has anyone investigated getting cases wrinkle painted at 
>custom 

>bike shops? 

> 


VVV NM 


Robert & Susan Downs - Houston 
wa5cab dot com (Web Store) 
MVPA 9480 


--part1_dic.2ef55fda.35e336c9_boundary 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KK KKK KK KK KK KKK KK KKK KKK KK KK KK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
* Mail Lists at theporch.com only accept PLAIN TEXT 
x If your postings display this message your mail program 
* is not set to send PLAIN TEXT ONLY and needs adjusting 
KK KKK KK KR KK KKK KK KK KK KKK KK KK KKK 


* 
* 
* 
* 


+ + + + FF HF 


--part1_dic.2ef55fda.35e336c9_boundary- - 


Message-ID: <48B1F6C9.1070100@lucent. com> 

Date: Sun, 24 Aug 2008 19:03:21 -0500 

From: John J Mccarty <jmccarty@alcatel-lucent.com> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

CC: Old Tude Radios <boatanchors@theporch.com>, milsurplus@mailman.qth.net, 
ARC5 <arc5@mailman.qth.net> 

Subject: Re: [ARC5] Wrinkle Paint: Bike Shops? 

Content-Type: text/plain; charset=us-ascii 

Content-Transfer-Encoding: 7bit 


I have bought black wrinkle paint at the local Harley shop. If I remember right 
it was around $20 for a standard size spray can. 


73 


n9hrt 


On 8/24/2008 3:48 PM, David Stinson wrote: 
> Since Harleys still use wrinkle paint on some of their bike parts, 
> has anyone investigated getting cases wrinkle painted at custom 


> bike shops? 


ARC5 mailing list 
ARC5@mailman.qth.net 
http: //mailman.qth.net/mailman/listinfo/arc5 


Message-ID: <48B206BE.3060605@kitparts.com> 

Date: Sun, 24 Aug 2008 20:11:26 -0500 

From: Thomas Frobase <tfrobase@kitparts.com> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: [ARC5] Wrinkle Paint: Bike Shops? 
Content-Type: text/plain; charset=ISO-8859-1; format=flowed 
Content-Transfer-Encoding: 7bit 


I have been using Krylon, which was about the same price as a regular 
can of paint, with good results. I pop the metal on the oven once it 
is dry to the touch. VHT is also available from the car parts folks but 
I prefer the Krylon. 


I have one of the Harbor Freight powder coating rigs. I hear there is 
wrinkle powder available as well. We replaced the kitchen stove last 
year so I took the old one to the shop. I have been doing 390 knobs for 
a while as well as other parts. I just restored an SP-600 I did the 
brass inserts for the MC and KC and the handles both were well worn. 
They look like new. The nice ting about the 390 knobs is they will last 
forever! 


John J Mccarty wrote: 
> I have bought black wrinkle paint at the local Harley shop. If I remember right 
> it was around $20 for a standard size spray can 


Mime-Version: 1.0 

From: "k4pf@juno.com" <k4pf@juno.com> 

Date: Mon, 25 Aug 2008 18:50:22 GMT 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Galaxy V Question 

Message-Id: <20080825.145022.29561.0@webmail05.vgs.untd.com> 
Content-Transfer-Encoding: quoted-printable 
Content-Disposition: inline 


Content-Type: text/plain; charset=ISO-8859-1 
Hi, Gang 
I have a Galaxy V (original model) that I picked up a few years ago, = 


and my only playing with it is a yearly operation 
to make sure the electrolytics stay OK. 


The last time I did this, a few days ago, I tuned it into a dummy load 
on 40m. All seemed well, and after a half hour or so of operation 
I put it back into storage, along with its heavy power supply. 


Now my brain is telling me there was something strange. 

When I keyed it, I definitely heard a c.w. sidetone, with level 
controllable by the audio gain pot. But I don't remember 

this model having sidetone. Looking at the schematic, 

I don't see any sidetone oscillator. It couldn't have been 
sidetone from a keyer, I was using a bug. I don't have the plug-in 
VOX accessory. 


For c.w., this model shifts one of the BFO crystals 
into the crystal filter passband, and grid-block keys = 


the transmit mixer tube. 


There shouldn't be an audio tone generated by the product detector, 
since the BFO crystal itself is shifted, and serves to generate 
the transmitted c.w. = 


Can anyone tell me how they provided a sidetone, or recommend 
a head shrink? I really don't want to drag that Galaxy 
power supply out of storage again to do my own detective work. 


Thanks, 
Ed Knobloch 


Message-ID: <0Q02001c9070e$c2108950$0f9e480c@KB6NAX> 
From: "Arden Allen" <gumbear@pacbell.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Galaxy V Question 
Date: Mon, 25 Aug 2008 16:58:56 -0700 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


> ....Can anyone tell me how they provided a sidetone, or recommend 
a head shrink? 


I don't think you need a head shrink, I think you need to bench press the 
power supply again. I used an RF keyed audio oscillator for sidetone for my 
GV. 


Arden Allen 
KB6NAX 


Message-ID: <11672948 .1219723362847 . JavaMail. root@mswamui- 
blood.atl.sa.earthlink.net> 

Date: Mon, 25 Aug 2008 21:02:42 -0700 (GMT-07:00) 

From: Richard Dillman <ddillman@igc.org> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Night of Nights IX Video 

Mime-Version: 1.0 

Content-Type: text/plain; charset=UTF-8 
Content-Transfer-Encoding: 7bit 


Our good friend Elaine/WA6UBE shot a video of operations at the KPH/KFS/KSM/K6KPH 
receiving station in Pt. Reyes, CA during this year's Night of Nights event which 
she has posted on YouTube. See it at: 


http://www. youtube. com/watch?v=_mXrpkU7CCI 

Earlier MRHS videos are also available on YouTube: 

"KSM Station Operations" - http://www. youtube. com/watch?v=2ysyIP-BUYO 
"Antenna Maintenance at KPH/KSM" - http://www. youtube. com/watch?v=Z_oep4r8Nf4 


"PW-15 Transmitter at Coast Station KSM" - http://www. youtube.com/watch? 
v=uaiwkJgS-Q4 


Enjoy, 


Richard Dillman, W6AWO 

Chief Operator, Coast Station KSM 
Maritime Radio Historical Society 
http://www. radiomarine.org 


Mime-Version: 1.0 

From: "k4pf£@juno.com" <k4pf£@juno.com> 

Date: Tue, 26 Aug 2008 13:39:57 GMT 

To: Old Tube Radios <boatanchors@theporch.com> 

Cc: boatanchors@theporch.com 

Subject: Re: Galaxy V Question 

Message-Id: <20080826.093957.14961.0@webmail15.vgs.untd.com> 
Content-Transfer-Encoding: quoted-printable 
Content-Disposition: inline 

Content-Type: text/plain; charset=IS0-8859-1 


Hi, Gang 


I noted that recently I tuned up my Galaxy V transceiver on 40m, 
and used the sidetone to monitor my bug. Except after putting 
the rig back into storage it occurred to me that the Galaxy V 
doesn't have a c.w. sidetone feature. I've been pondering this, 
and it seems possible (knowing my luck) that there is one place 
on the 40m band where the 3rd harmonic of the rf output freq = 


crosses near the 4th harmonic of the 5 to 5.5mc VFO, 
and could then be mixed in the solid-state audio chain 
to generate my "sidetone" birdie. = 


Most of the receiver section is disabled in transmit = 


by opening the tube cathode returns, but the audio amplifier 
is not disabled. I don't see much evidence of bypassing in the audio st= 
ages, either. 


This should occur at an output freq a little below 7.15mc, = 
where the VFO is running slightly above 5.35mc. = 


I was using a dummy load so didn't really pay attention to my freq. 
I'll try it if my vision ever recovers from squinting at the horrible 
Galaxy V schematics. 


One thing I noticed in my brief playing about with the Galaxy V 

on c.w.: the 0A2 regulator tube V3 (for the sweep tube screen voltage) e= 
xtinguished in time with my keying. This was because the manual calls f= 
or maximum drive level in c.w. mode. If you back the level down 

to where the rf output just starts to drop off, your final screen 

current won't be so excessive. I was seeing 195W output on c.w., 

and 95W output in tune mode. It's probably best to keep the rig 


in tune mode for c.w. work, to save the expensive 6HF5 finals. 
The cabinet stays a lot cooler, also. 


One final note. I posted this a few years ago, but might as well includ= 
e it here. The manual talks of setting bias and tuning the rig 
by certain points of the S/meter, which has no actual cathode current 
scale. I measured my Galaxy V meter scale by applying a small 
d.c. supply through a series resistor to the common cathode 
of the 6GHF5's. The T/R relay was closed by hand, so the meter 
was connected to measure cathode current. 
"S 4-1/2" bias point, 60mA cathode current. 
"Tune" mark, 200 mA cathode current. 
"c.w." mark, 380 mA cathode current. 


73, 
Ed Knobloch 


Content-class: urn:content-classes:message 
MIME-Version: 1.0 
Content-Type: multipart/alternative; 
boundary="----_= NextPart_001_01C90778.17CB73A9" 
Subject: If this is an 8 out of 10... 
Date: Tue, 26 Aug 2008 08:34:33 -0400 
Message-ID: <5DB55C95EDBFFA4383CE672594D7E0D2049B6B6AG@EXCHANGE .usn.root.ent> 
From: "Comarow, Avery" <ACOMAROW@usnews.com> 
To: Old Tube Radios <boatanchors@theporch.com> 


This is a multi-part message in MIME format. 


rota _=_NextPart_001_01C90778.17CB73A9 

Content-Type: text/plain; 
charset="US-ASCII" 

Content-Transfer-Encoding: quoted-printable 


...that explains the condition of some of the "pristine" gear trafficked 
on various NGs and fora. 


http: //cgi.ebay.com/VINTAGE-LAFAYETTE-HAM-RADIO-KT-200-WORKS-GREAT_WOQQi 
temZ150285314143QQihZ005QQcategoryZ4673QQssPageNameZWDVWQQrdZ10QcmdZView 
Item 


w-oe-- _= _NextPart_001_01C90778.17CB73A9 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KKK RK KK RK KK KK KK KK KK KKK KKK KK KKK 
* ---REMAINDER OF MESSAGE TRUNCATED--- * 
* This post contains a forbidden message format * 
* (such as an attached file, a v-card, HTML formatting) x 
* Mail Lists at theporch.com only accept PLAIN TEXT * 
x If your postings display this message your mail program x 
* is not set to send PLAIN TEXT ONLY and needs adjusting x 
KK KKK KK RK KK KK KK KK KK KKK KKK KK KKK 
w-o--- _= _NextPart_001_01C90778.17CB73A9-- 
Message-ID: <001201c907b5$aeb56bd0$ea9d480c@KB6NAX> 
From: "Arden Allen" <gumbear@pacbell.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Cc: "Old Tube Radios" <boatanchors@theporch.com> 
Subject: Re: Galaxy V Question 
Date: Tue, 26 Aug 2008 12:55:19 -0700 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso0-8859-1" 
Content-Transfer-Encoding: 7bit 
So adteades One thing I noticed in my brief playing about with the Galaxy V 


on c.w.: the O0A2 regulator tube V3 (for the sweep tube screen voltage) 
extinguished in time with my keying. This was because the manual calls for 
maximum drive level in c.w. mode. If you back the level down 

to where the rf output just starts to drop off, your final screen 

current won't be so excessive. ....... 


That's right, Ed. If you observe the RF envelope with a ‘scope you will 
also see a more click free CW signal. It only makes sense to drive a linear 
amplifier that way instead of saturating it. 


Arden Allen 
KB6NAX 


Date: Tue, 26 Aug 2008 10:06:49 -0400 (EDT) 

From: stuck in 50s <polepeeg@aa4rm.ba-watch.org> 

Message-Id: <200808261406 .m7QE6np9018538@fracas.netboobie.org> 
To: Old Tube Radios <boatanchors@theporch.com> 

Cc: boatanchors@theporch.com 

Subject: Re: URM-25D, no modulated output 


Hey Chuck et. al., 


Last post on this was 8/9 & in timely fashion I chime in 3 weeks later 


So call me Mr. Lucky. Here's why 


I haven't any paper on the URM-25 so wenbt to bama/milltst & pulled one 
up. Found .1 ufd jobbies probable offenders so popped the fiberglass board 


Unsoldered first two big ones & found top one had 1.5 meg leakage, other 
had none 


Decoded the 104M in the long identifier as a probable .1, replaced same 
(with a "Ruby" fm Japan ~1956) and away she went 


Just had to report on the luck 
Marty aka aa4rm 
PS I set the '25 with a Lowe HF150 do get spot-on digitally 


PPS What gizmo is there out there to sweep 455 IFs @ 10hz X 10kc? 
TV generators SOQO000 miss this mark 


Message-ID: <BAY130-W48E9630BE861F362514EAE0660@phx. gb1> 
Content-Type: multipart/alternative; 
boundary="_78183617 -7808-4950-86c5-611543747373_" 
From: RICHARD SOLOMON <wiksz@q.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: If this is an 8 out of 10... 
Date: Tue, 26 Aug 2008 22:18:56 +0000 
MIME-Version: 1.0 


- -_78183617 -7808-4950-86c5-611543747373_ 
Content-Type: text/plain; charset="iso-8859-1" 
Content-Transfer-Encoding: quoted-printable 


Looks like another "Katrina" find !!! 
=20 
73=2C Dick=2C W1KSZ 


> Subject: If this is an 8 out of 10...> Date: Tue=2C 26 Aug 2008 08:34:33 = 
-Q400> From: ACOMAROW@usnews.com> To: boatanchors@theporch.com> > ...that e= 
xplains the condition of some of the "pristine" gear trafficked> on various= 
NGs and fora.> > http://cgi.ebay.com/VINTAGE -LAFAYETTE -HAM-RADIO-KT-200-WO= 
RKS-GREAT_WOQQi> temZ150285314143QQihZ005Q0QcategoryZ46730QssPageNameZwWDVWQQ= 
rdZ1Q0QcmdZView> Item> > = 


--_78183617 -7808 -4950-86c5-611543747373_ 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KKK KK KK KR KK KK KK KK KK KK KKK KKK KK 
---REMAINDER OF MESSAGE TRUNCATED-- - 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KK KKK KK KR KK KK KK KK KK KK KKK KKK KK 


+t + FF FF OF 
+ + + FF FF OF 


- -_78183617 -7808-4950-86c5-611543747373_-- 


Message-ID: <48B417E7.3080409@oneradio.net> 

Date: Tue, 26 Aug 2008 09:49:11 -0500 

From: Robert Nickels <w9ran@oneradio.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Lifelong radio buff Tom Kneitel - SK 

Content-Type: text/plain; charset=IS0O-8859-1; format=flowed 
Content-Transfer-Encoding: 7bit 


A nice tribute to one of the colorful radio writers we all remember: 


http://www. orlandosentinel.com/community/news/deland/orl- 
sundead2408aug24,0,813189.story 


73, Bob WIRAN 


From: WA5CAB@cs.com 

Message-ID: <c0d.36£72f6c .35e5e2a0@cs.com> 
Date: Tue, 26 Aug 2008 18:50:08 EDT 

Subject: Re: URM-25D, no modulated output 

To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 

Content-Type: multipart/alternative; 
boundary="part1_cOd.36f72f6c .35e5e2a0_boundary" 


--part1_cOd.36£72f6c.35e5e2a0_boundary 
Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


I'll add one more comment, late though it is, as I don't recall anyone 


mentioning it. I had a problem in the same area, but my problem was that the 
thing 

worked fine for about an hour after power on, then would sometimes start again 
by switching the mode switch back and forth, but only for another half hour 

or so. In the D model and its derivatives (G, H, etc.) getting to the audio 
oscillator components is mechanically not trivial so before I field stripped the 
thing, I made sure that it was the oscillator itself by using an external 
modulation source switched in only after warmup had killed the internal 
oscillator. And when that worked checking the accessable switches, too. In my 
case, 

most (>80%) of the capacitors in the audio oscillator box were leaky so I 
replaced the lot. 


Added comment is that although I forget what the R-number is, there is a pot 
that must be adjusted after doing major surgery. Procedure is covered in the 
manual. I had earlier gotten the thing to work for a longer time by advancing 
the pot. But eventually the pot ran out of range so I spent an afternoon 
fixing the problem. 


Robert Downs - Houston 
wa5cab dot com (Web Store) 
MVPA 9480 


--part1_c0d.36£72f6c.35e5e2a0_boundary 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KK KK KK KK KK KK KK KK KKK KKK KKK KKK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KKK RK KK KK KK KKK KKK KK KKK KKK KKK 


+ + + + FF HF 
+ + + + FF HF 


--part1_c0d.36£72f6c.35e5e2a0_boundary- - 


Message-ID: <a913924b08082615550708d00caqba102a3ad7e4fe39@mail.gmail.com> 
Date: Tue, 26 Aug 2008 18:55:14 -0400 

From: "Chuck Grandgent" <chuck@chuckg. com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: URM-25D, no modulated output 

Cc: "Old Tube Radios" <boatanchors@theporch.com> 

MIME-Version: 1.0 

Content-Type: text/plain; charset=UTF-8 

Content-Transfer-Encoding: 7bit 


Content-Disposition: inline 
And I have one more comment. 


After getting the external modulation working, I did have to resort to 
an outboard audio output transformer to get decent modulation levels. 
What I had on hand was 8 ohm to 10k ohm, not quite the 30k ohm the 
URM25 calls for, but a huge improvement over not using the 
transformer. 


Chuck, K10M 


Message-ID: <25781698.1219792716650. JavaMail. root@elwamui- 
polski.atl.sa.earthlink.net> 

Date: Tue, 26 Aug 2008 19:18:36 -0400 (EDT) 

From: spr@earthlink.net 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: URM-25D, no modulated output 

Cc: boatanchors@theporch.com 

Mime-Version: 1.0 

Content-Type: text/plain; charset=UTF-8 
Content-Transfer-Encoding: 7bit 


Hi Marty, 


My favorite sweeper is a Leader LFG-1300 function generator, which goes up to 2 
MHz and so can do 

BC band radios all the way through. Leader no longer makes them but eBay has them 
from time to time. 


I think a sweeper is indispensable for IF alignment on any multi-bandwidth radio. 
Regards, 
Scott 


So5ee Original Message----- 

>From: stuck in 50s <polepeeg@aa4rm.ba-watch.org> 
>Sent: Aug 26, 2008 10:06 AM 

>To: Old Tube Radios <boatanchors@theporch.com> 
>Cc: boatanchors@theporch.com 

>Subject: Re: URM-25D, no modulated output 

> 

>Hey Chuck et. al., 

> 

>Last post on this was 8/9 & in timely fashion I chime in 3 weeks later 
> 


>So call me Mr. Lucky. Here's why 

> 

>I haven't any paper on the URM-25 so wenbt to bama/milltst & pulled one 
>up. Found .1 ufd jobbies probable offenders so popped the fiberglass board 
> 

>Unsoldered first two big ones & found top one had 1.5 meg leakage, other 
>had none 

> 

>Decoded the 104M in the long identifier as a probable .1, replaced same 
>(with a "Ruby" £m Japan ~1956) and away she went 


> 

>Just had to report on the luck 
> 

> Marty aka aa4drm 

> 


>PS I set the '25 with a Lowe HF150 do get spot-on digitally 

> 

>PPS What gizmo is there out there to sweep 455 IFs @ 10hz X 10kc? 
> TV generators SOQO0000 miss this mark 


Message-ID: <BDA1927C6C514F38B27B1A8624571E21@boudreaux> 
From: "David Stinson" <arc5@ix.netcom.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Lifelong radio buff Tom Kneitel - SK 
Date: Tue, 26 Aug 2008 19:36:25 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 

format=flowed; 

charset="iso-8859-1"; 

reply-type=response 
Content-Transfer-Encoding: 7bit 


255 Original Message ----- 
From: "Robert Nickels" <w9ran@oneradio.net> 
Subject: Lifelong radio buff Tom Kneitel - SK 


http://www. orlandosentinel.com/community/news/deland/orl- 
sundead2408aug24 ,0,813189.story 


This one hurts. As a young boy, I used to walk a mile and a half from home 
with my saved 

allowance and lawn mowing money so I could buy the next issue of Electronics 
Tllustrated. 

The first thing I would read was "Uncle Tom's" contributions. 

Requiescat in pace. 


Message-ID: <48B4A91C .9000007@kitparts.com> 

Date: Tue, 26 Aug 2008 20:08:44 -0500 

From: Thomas Frobase <tfrobase@kitparts.com> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: SP-600 JX-28 Covers 

Content-Type: text/plain; charset=ISO-8859-1; format=flowed 
Content-Transfer-Encoding: 7bit 


I am just finishing up restoring a SP-600 JX-28 Receiver. 
The radio did not come with covers, the bottom is pretty self explanatory. 


Has anyone ever seen a cover for a SP-600? It looks like is a single 
cover bent at a 90 degree angle, it slips into the front and has 2 screw 
holes on the rear. My question is, did it have louvers, holes or was it 
solid? 


Thanks for your help ... 73, tom, N3LLL 


Message-ID: <48B4C9ED.3050608@oneradio.net> 

Date: Tue, 26 Aug 2008 22:28:45 -0500 

From: Robert Nickels <w9ran@oneradio.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

CC: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Lifelong radio buff Tom Kneitel - SK 
Content-Type: text/plain; charset=IS0O-8859-1; format=flowed 
Content-Transfer-Encoding: 7bit 


David Stinson wrote: 

> The first thing I would read was "Uncle Tom's" contributions. 
> Requiescat in pace. 

> 


Amen to that, Dave. I did the same thing, only it was sometimes a 
toss-up between "Carl and Jerry" in Pop'tronics and those cool looking 
projects that EI would publish. And Uncle Tom, of course. 


I was probably in about 6th grade when I read a real pearl of wisdom in 
his column that I've never forgotten. Someone wrote in to ask "How can 
you write all those smart-alec replies to your reader's questions?". 
Tom replied: 


"On a Royal portable". 


My idol. 
73, Bob WIRAN 


Message-ID: <83363FCC91D748D29CD34D1CFBAEBC17@wilsonspc> 
From: "Wilson Lamb" <infomet@embarqmail .com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Kenwood Jumper Cable 
Date: Wed, 27 Aug 2008 00:06:04 -0400 
MIME-Version: 1.0 
Content-Type: text/plain; 

format=flowed; 

charset="iso-8859-1"; 

reply-type=original 
Content-Transfer-Encoding: 7bit 


I'm looking for the jumper for putting Kenwood 599 twins in transceive 
config. 

I'd build it myself if I found the connectors. 

Wilson 

W4BOH 


Message-ID: <48B4DB41.7060005@lucent. com> 

Date: Tue, 26 Aug 2008 23:42:41 -0500 

From: John J Mccarty <jmccarty@alcatel-lucent.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: WTB/WTT Blue Gonset 3 knobs. 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Looking for the blue skirted knobs for a Gonset 3. Need both sizes. Anybody have 
some from a junker ? 


Thanks + 73 


Message-ID: <48B5682E.50701@pacbell.net> 
Date: Wed, 27 Aug 2008 09:43:58 -0500 
From: Dan Arney <hankarn@pacbell.net> 
MIME-Version: 1.0 


To: Old Tube Radios <boatanchors@theporch.com> 

CC: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: SP-600 JX-28 Covers 

Content-Type: text/plain; charset=ISO-8859-1; format=flowed 
Content-Transfer-Encoding: 7bit 


Thomas & All 

I designed a top cover for the SP-600XXX which has a row of louvers over 
the row of tubes and attaches to the four corner post with 6-32 screws. 
Both of the covers have been treated with clear Alodine. 

The set is $75.00 plus shipping. 


Thanks, 


Date: Wed, 27 Aug 2008 11:43:16 -0400 

From: "Nick England" <nick@3rdtech.com> 

Subject: Shelby/Dallas NC hamfest this Thurs-Saturday 
To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <004101c9085b$9fa8dd60$£d0212ac@Heathkit2> 
MIME-version: 1.0 

Content-type: text/plain; charset=us-ascii 
Content-transfer-encoding: 7bit 


A whole bunch of us Boatanchor types will be flea-marketeering at the Dallas 
NC (formerly Shelby) hamfest this weekend. We'll be set up with a yellow 
"BOATANCHORS!" banner near the spot marked B on this aerial photo (entrance 
to the fest is off the top of the photo). 

http: //www.virhistory.com/ham/photos/dallas-31.JPG 


Hope to see you there! 

Nick KDA4CPL 

lookin' for 50's-60's Navy communications gear 
www. virhistory.com/navy 


Date: Wed, 27 Aug 2008 12:01:59 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

From: John Dilks K2TQN <oldradio@worldnet.att.net> 

Subject: Re: Shelby/Dallas NC hamfest this Thurs-Saturday 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 
Message-Id: <20080827155822 .3895D10B03A@srvxr1.theporch. com> 


If anyone from NJ is going and has some room, I would like to ship 
some things to Nick KD4CPL. 


Please contact me. 


73, John Dilks 
Near Atlantic City 


At 11:43 AM 8/27/2008, you wrote: 

>A whole bunch of us Boatanchor types will be flea-marketeering at the Dallas 
>NC (formerly Shelby) hamfest this weekend. We'll be set up with a yellow 
>"BOATANCHORS!" banner near the spot marked B on this aerial photo (entrance 
>to the fest is off the top of the photo). 
>http://www.virhistory.com/ham/photos/dallas-31.JPG 

> 

>Hope to see you there! 

>Nick KD4CPL 

>lookin' for 50's-60's Navy communications gear 

>www. virhistory.com/navy 


End o£ BOATANCHORS Digest 4202 
KAKA KK 


